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EVB 23309E Clear coating

Product description

EVB23309E is a crystal clear one part air cured coating. It is a self-levelling easy to apply product, leaving a seamless
surface.

It has excellent chemical, abrasion and impact resistance above rating H5 on the scratch resistance pencil scale using
the ASTM method D3363-05. Note: As comparison granite measures H6.

The coating is extremely thin measuring only 8 to 12 microns making it virtually invisible to the naked eye.

The coating will remain flexible enabling it to move with the constant expiation and contraction of the substrate when
heating and cooling. It has passed the ASTM method test D2794 for flexibility and impact at 80lbs and a ½ inch

mandrel bend test.

EVB23309E is applied directly in a single coat and is usually touch dry within 20 minutes in ambient temperatures.

The Technical Data Sheet (TDS) is recommended to be read in conjunction with the Safety Data Sheet (SDS) and the
Application Guide (AG) for this product.

EVB23309E is only available from BROMOCO International Ltd. UK

The product can be applied by Brush, Lint free cloth, HVLP Spray with standard jet, High density foam roller / block
or dipped. When applying suitable PPE should be used, and when applying indoors ventilate the area well while
coating is being applied and is curing.

Roller: To avoid air bubbles, it is very important to soak the roller then squeeze out excess then roll on a cardboard
sheet to test.

Conditions during application: The temperature of the substrate should be minimum 10 °C and at least 3 °C above
the dew point of the air, measured in the vicinity of the substrate. Good ventilation is usually required in confined
areas to ensure proper drying. There should be no moisture content on the surface. The coating should not be
exposed to oil, chemicals or mechanical stress until fully cured. This product should not be applied on to the surfaces
that contain soft plastics (Lettering or signage).

To secure lasting adhesion to the subsequent product all surfaces should be washed down with ERW-BD Bio-
degradable rinse free degreaser or isopropyl alcohol.
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ASTM Method Test results 07/07/2016

Type Method Units  Result Rating
Impact Resistance Flexibility  D2794  1/2" Mandrel bend test

Impact Passed Direct & Reverse Passed
Impact  80 lb No peeling, No lifting Passed

Film Pencil D3363-05 Gouge 4H 4H
Test   Cut 5H 5H

Salt Fog Test B117 1000 hrs
Aluminium <1% white rust Rated 10
Stainless Steel, No effect Rated 10

Humidity Resistance D1794 1000 hrs @ 38°C Rated 10
Weather Exposure D552 100 hrs cyclic No checking Passed

at 120 min light No crazing Passed
18 min diminished No adhesion loss Passed

Chemical Resistance D1308 Procedure 5.2 15 minute spot test
with 10% muriatic Passed
Discolouration No effect
Blistering No effect

Acid with 10% sodium
Hydroxide Passed

24 hour immersion Passed
2% soap solution Passed
3 types Passed

24 hour recovery period Adhesion No effect
Gloss No effect






